
Fenestra Primus Plano is a pivoting openable wood-aluminium window with the external sash 

using glazing thicker than 6 mm for achieving better sound insulation.
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FINISHING

Paint (e.g. RAL catalogue) or stain (AkzoNobel TINTEX 

catalogue) is used.

MEASUREMENTS

Frame depth 130mm, 170mm or 210mm. Fenestra Primus 

wood-aluminium windows are custom-made according to 

client measurements conforming to ISO 9001 quality 

standards.

PROPERTIES

Heat retention:

U-value of standard glass is 1.0

U-value of special glass is to 0.79 (VT estimated, 

measurements 1230x1480)

Sound insulation: Rw = 42-50 dB, Ctr = 35-47 dB

ALUMINIUM

Aluminium details with powder coating are weatherproof and 

easy to maintain.

SEALS

A TPE seal fastened to the frame is used as the inner sash 

seal with an additional TPE seal on the inner frame. The 

external sash seal is within the sash seal groove. 

WOOD

Softwood, treated and selected according to quality standard 

SFS 4433. Fames are fastened with finger-jointed wood 

laminate using weatherproof glue D4.

Upper and lower frame Side frame

PRIMUS PLANO

GLAZING

The external sash uses glazing thicker than 6 mm for better 

sound insulation. The internal sash uses a double glazed 

assembly according to the SFS standard.

Vertical impost
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